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SUSTAINABLE DRAINAGE DESIGN AND CONSTRUCTION CRITERIA
policy framework: For the protection of private property and the community’s drainage watershed resources
August 25, 2016

PROPOSED REQUIREMENTS FOR DRAINAGE DESIGN AND CONSTRUCTION CRITERIA
All new development activity must meet or exceed the following: 
1. Maintain or lower existing water surface elevation profiles entering and exiting new developments
2. Protect and enhance flood storage volumes within the established 100-year floodplain
3. All new structures to follow minimum freeboard requirements 

SPECIFIC DESIGN CRITERIA AND CONSTRUCTION REQUIREMENTS
1. [bookmark: _GoBack]Maintain or lower existing water surface elevation profiles entering and exiting new developments
a. Limit post-development peak flow rate to designated pre-developed flow rate
b. Designs must allow for backwater condition of receiving outfall
c. Detained storage volume based upon 25-year storm event
d. Outflow structures will address 2-year through 100-year spectrum of storms
e. Requirements may be reduced by Low Impact Development construction

2. Protect and enhance flood storage volumes within the established 100-year floodplain
a. Applies to all areas within the established 100-year floodplain 
b. No net loss of flood storage volume below designated flood elevation
c. Excavation utilized to offset any reduction of storage volume must be within same watershed and hydraulically connected
d. A zero-rise certification required for any mitigated fill or structure placed within a designated floodway buffer

3. All new structures to follow minimum freeboard requirements 
a. All new structures required to obtain building elevation certification
b. Within FEMA 100-year flood zone: 1 foot above designated flood elevation
c. Outside FEMA 100-year flood zone: 1 foot above nearest designated flood elevation
d. All areas: 1 foot above parish record inundation elevation
e. All areas: 1 foot above center line elevation of street
f. All areas: 1 foot above nearest downstream sanitary sewer manhole
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